ANTI-STATIC

ANTI-STATIC FLOORING IS DESIGNED FOR

PVC FLOORING TYPES

STATIC CONDUCTIVE

STATIC CONDUCTIVE FLOORING IS USED

STANDARD PVC FLOORING

THIS FLOORING IS RECOMMENDED

MEDINTECH FLOORING

THIS ARMSTRONG FLOORING IS

AREAS REQUIRING THE CONTROL OF IN DEFENCE ESTABLISHMENTS, OPERATING IN AREAS WHERE EASE OF RECOMMENDED FOR LIFE SCIENCES
STATIC ELECTRICITY, SUCH AS COMPUTER THEATERS AND COMPONENT TESTING AREAS.  MAINTENANCE AND LONG LIFE LABORATORIES
ROOMS, ELECTRONIC PLANTS, CLEANROOMS, UNDER EXTRA HEAVY TRAFFIC
WAFER ASSEMBLY AND HOSPITAL X-RAY AND  SPECIAL CONDUCTIVE ADHESIVE USED. ARE REQUIRED.
SCANNER ROOMS.

5X10%-2 X 108 OHMS
SPECIAL CONDUCTIVE ADHESIVE USED.
107 -10° OHMS

CAPPING STRIP

FLOOR FINISH \ J

SIT-ON COVED SKIRTING

W

SET-IN COVED SKIRTING

N

COVED FORMER

FLOORING TAKEND UP WALL
USING COVED FORMER AND
CAPPING STRIP

WALL/FLOOR INTERFACE DETAILS FOR PVC FLOORING

NOTES:

1. ALL THESE HEAVY DUTY PVC FLOORS
ARE CHEMICALLY RESISTANT AND
DETAILED CHEMICAL RESISTANT CHARTS
ARE AVAILABLE UPON REQUEST.

2. THESE SHEET PRODUCTS MAY BE INSTALLED
WITH WELDED SEAMS TO PROVIDE A
CONTIUOUS AND IMPERVIOUS BARRIER
OFFERING NO SANCTUARY TO DIRT AND
BACTERIA.
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INTRODUCTION TO MODULAR
CLEANROOMS AND CONTAINMENT
FACILITY SYSTEMS
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